	Date
	2007/10/15
	Tester
	Wuulong
	Test ID
	20071015-2

	Purpose
	Latency test on different MaxInterleaveDelay

	Test Condition
	FW: 3.0, Beta6



	Test Result
	As result table, the condition only change single direction

	Conclusion
	1. real ping delay = firmware delay value + 2ms

2. max datarate >= firmware datarate>= max datarate-64k

	Next Action
	


	Setting 
	Status
	

	DS Max daterate
	US Max Delay
	DS Max Delay
	DS datarate
	US Delay
	DS delay
	ping delay
	protected symbol

	100000
	0
	0
	99520
	0
	0
	2.2
	0

	100000
	100
	0
	96064
	0
	4
	6.6
	0.8

	95000
	100
	0
	94976
	0
	4
	6.6
	0.8

	90000
	100
	0
	89984
	0
	4
	7.2
	0.8

	85000
	100
	0
	84992
	0
	5
	7.6
	1

	80000
	100
	0
	80000
	0
	5
	7.6
	1

	75000
	100
	0
	74944
	0
	5
	8.2
	1

	70000
	100
	0
	69952
	0
	6
	8.6
	1.2

	65000
	100
	0
	64960
	0
	6
	9.2
	1.2

	60000
	100
	0
	59968
	0
	7
	9.6
	1.4

	55000
	100
	0
	54976
	0
	8
	10.6
	1.6

	50000
	100
	0
	49984
	0
	8
	11.2
	1.6

	45000
	100
	0
	44992
	0
	9
	12.2
	1.8

	40000
	100
	0
	40000
	0
	11
	13.7
	2.2

	35000
	100
	0
	34944
	0
	12
	15.2
	2.4

	30000
	100
	0
	29952
	0
	15
	17.7
	3

	25000
	100
	0
	24960
	0
	18
	20.6
	3.6

	20000
	100
	0
	19968
	0
	22
	25.4
	4.4

	15000
	100
	0
	14976
	0
	30
	32.8
	6

	10000
	100
	0
	9984
	0
	45
	48.1
	9

	5000
	200
	0
	4992
	0
	90
	92.8
	18


